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Sugg Retail

Detail Sugg.

MOVING HEADS

Legend 1200E Spot $10,830.00

Legend 1200E Wash $10,830.00

Legend 300E Spot $5,300.00

Legend 300E Beam $5,750.00

Intimidator Spot 250 $1,720.00

LED MOVING HEADS

QWash 260 LED NEW $1,390.00

QWash 560Z LED NEW $3,290.00

QSpot 260 LED $1,660.00

QSpot 560 LED NEW $2,980.00

Chauvet Professional Suggested 
Retail Prices

Chauvet Pro 

1,200-watt Profile  •Lux: 84,000 at maximum zoom • CMY color mixing  • Color wheel: 7 colors + white • Variable CTC 
filter (3,200K ~ 6,000 K) • 2 Gobo wheels, indexed and rotating • Variable Frost, Shutter, Iris, Dimming and Focus • 
Linear zoom (15° ~ 30°) • 3-facet, 5-facet, 3D, and infinite prism with macros • Automatic pan & tilt correction • 
Electronic ballast power supply 200-255V 50/60 Hz • Weight: 37.22kg • Incl. Flightcase  and Phillips MSR Gold 1200 
FastFit Lamp

1,200-watt Wash  •Lux: 84,000 at maximum zoom • CMY color mixing  • 2 Color wheels :7 colors + white • Split/linear 
colors • Variable CTC filter (3,200K ~ 6,000 K) • Variable Shutter, Dimming and Focus • Linear zoom (5.6° ~ 20.75°) • 3-
facet, 5-facet, 3D, and infinite prism with macros • Automatic pan & tilt correction • Electronic ballast & power supply 200-
255V 50/60 Hz • Weight: 36.17kg • Incl. Flightcase  and Phillips MSR Gold 1200 FastFit Lamp 

300-watt Profile •  Lux: 10,730 • CMY color mixing system • CTC filters (5,600 K and 3,200 K) •  Color wheel:  7 colors + 
white • 2 Gobo wheels: Indexed, rotating gobo wheel with gobo shake • Static frost • Variable shutter • Variable iris, 
focus, dimming • Zoom (15° ~ 35°) • 3-facet rotating prism • Automatic pan & tilt correction  • Electronic ballast & power 
supply 100-240V 50/60 Hz • Weight: 21.55kg • Incl. 300w Phillips MSR Mini FastFit Lamp

300-watt Beam • Lux: 182,500 • CMY color mixing system • CTC filters (5,600 K and 3,200 K) • Color wheel:  7 colors + 
white • Gobo wheel: Indexed, rotating gobo wheel with gobo shake • Variable Frost, Shutter, Dimming •  3-facet rotating 
prism • Automatic pan & tilt correction  • Electronic ballast & power supply 100-240V 50/60 Hz • Weight: 21.55kg • Incl. 
300w Phillips MSR Mini FastFit Lamp

LED moving yoke spot • Lux: 5,400 • Color wheel: 8 colors + white • 2 Gobo wheels: Gobo shake, variable speed gobo 
spin • 3-facet prism • Variable electronic strobe • Variable electronic dimmer • High-powered, 60 W LED • AC Power:  
Auto switching power supply 100-240V, 50/60Hz • LED Power: 153W (1.3A) • Weight: 13.2kg 

250-watt moving yoke spot • Lux: 18,000 • Color wheel: 7 colors • •Indexed rotating gobo wheel with gobo shake •3-
facet, rotating prism at variable speeds •Variable shutter, Focus, Dimmer •Automatic pan & tilt correction • AC power: 
Switchable 115V/230V 50/60Hz • Weight: 26.6kg • Incl. MSD 250w Lamp 

LED moving yoke color wash • RGB color mixing • 37 3W CREE LEDs • Lux: 7,860 • 6° Beam Angle • LCD display • 3-
pin DMX • IP20 • Includes 1° color blending filter • AC Power: Auto Switching 100-240V, 50/60Hz • Weight: 6.6kg 

LED moving yoke spot • 3 x 60W LEDs • Lux: 1,929 • 19° Beam Angle • 3-facet prism • Variable electronic strobe • 
Variable electronic dimmer • 3-pin and 5-pin DMX • AC Power: Auto switching power supply 100-240V, 50/60Hz • 
Weight: 20kg 

LED moving yoke color wash with Zoom • RGBW color mixing • 91 3W LEDs • Lux: 13,100 • 6° ~ 32° zoom • Variable 
Zoom, Variable electronic strobe, Variable dimmer • Color temperature presets (3,200°K - 10,000°K) • 3-pin/5-pin DMX 
• PowerCon® connector • IP20 • Automatic pan/tilt correction • LCD display • AC Power: Auto Switching 100-240V, 
50/60Hz •  Weight: 9.62kg 



QSpot 160 LED $996.00

LEGEND 412 NEW $1,660.00

LEGEND 412 VW NEW $1,890.00

COLORADO TOUR SERIES

Colorado 1 Tour $990.00

Colorado 1 Tri Tour $875.00

Colorado 1 VW Tour $1,100.00

Colorado 1 Quad Tour NEW TBA

Colorado Batten 72 Tour $1,380.00

Colorado Batten 144 Tour $2,490.00

Colorado Zoom Tour NEW $1,550.00

Colorado Zoom Tour CW NEW $1,650.00

Colorado Zoom Tour WW NEW $1,650.00

Colorado 2 Zoom Tour NEW $2,190.00

RGBW LED wash light • 7 x 10W quad-color LEDs • Lux: 1650 • RGBW color mixing with DMX or Standalone • Color 
temperature presets (3,200 K ~ 10,000 K) • Installed Optics 8° • Beam Angle 11° • LED Display • Double-bracket yoke • 
3-pin and 5-pin DMX In/Out, PowerCon™ In/Out • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • Weight: 5.2kg  

LED moving yoke spot • Lux: 4,180 • Color wheel: 9 colors + white • Gobo wheel: Gobo shake, variable speed gobo 
spin • 3-facet prism • Variable electronic strobe • Variable electronic dimmer • High-powered, 20 W LED • AC Power:  
Auto switching power supply 100-240V, 50/60Hz • LED Power: 75W (0.6A) • Weight: 6.1kg

RGBWA LED linear wash • 72 x 1W LEDs • Lux: 1,300 • RGBWA color mixing DMX or Standalone • Color temperature 
presets (3,200 K ~ 10,000 K) • 5 distinct dimming curves • Installed Optics 30° or 25 x 6° • 3-pin DMX In/Out• LED 
display • Interlock multiple units to create blinder, wall, or strip light effects • 3-pin DMX In/Out, PowerCon™ In/Out • AC 
power: Auto-ranging 100 V ~ 240 V 50/60 Hz • LED Power: 72W (10.67A) • Weight: 4.4kg 

RGBW LED wash light • 42 x 1W LEDs • Lux: 3,920 • RGBW color mixing DMX or Standalone • Color temperature 
presets (3,200 K ~ 10,000 K) • 5 distinct dimming curves • Installed Optics 15° • LED display • Gel frame holder • 
Double-bracket yoke • 3-pin DMX In/Out, PowerCon™ In/Out • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • LED 
Power: 49W (0.73A) • Weight: 4.5kg  

RGB LED wash light • 14 x 3W Tri-Color LEDs • Lux: 1,600 • RGB color mixing DMX or Standalone • Color temperature 
presets (3,200 K ~ 10,000 K) • 5 distinct dimming curves • 16° Optics • LED display • Gel frame holder • Double-bracket 
yoke • 3-pin DMX In/Out, PowerCon™ In/Out • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • LED Power: 52W 
(0.77A) • Weight: 4kg  

VW LED wash light • 42 x 1W LEDs • Lux: 226 • Variable White mixing DMX or Standalone • Color temperature presets 
(2,700 K ~ 7,000 K) • 5 distinct dimming curves • Installed Optics 30° • LED display • Gel frame holder • Double-bracket 
yoke • 3-pin DMX In/Out, PowerCon™ In/Out • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • LED Power: 49W 
(0.73A) • Weight: 4.8kg  

Cool White LED wash light • 37 x 3W CREE LEDs • Lux: 3,485 • Cool white color mixing DMX or Standalone • 
Zoomable optics 8° to 30° • Includes 5° color blending filter • Color temperature presets (5,270K - 5,600K) •  LED 
display • Gel frame holder • Double-bracket yoke • 3-pin and 5-pin DMX In/Out, PowerCon™ In/Out • AC power: Auto-
ranging 100 V ~ 240 V 50/60 Hz • Weight: 4.8kg  

Warm White LED wash light • 37 x 3W CREE LEDs • Lux: 2,649 • Warm white color mixing DMX or Standalone • 
Zoomable optics 8° to 30° • Includes 5° color blending filter •  Color temperature presets (3,280K - 3,800K) • LED 
display • Gel frame holder • Double-bracket yoke • 3-pin and 5-pin DMX In/Out, PowerCon™ In/Out • AC power: Auto-
ranging 100 V ~ 240 V 50/60 Hz • Weight: 4.8kg  

RGBWA LED linear wash • 144 x 1W LEDs • Lux: 2,075 • RGBWA color mixing DMX or Standalone • Color 
temperature presets (3,200 K ~ 10,000 K) • 5 distinct dimming curves • Installed Optics 30° or 15 x 6° • 3-pin DMX 
In/Out• LED display • Interlock multiple units to create blinder, wall, or strip light effects • 3-pin DMX In/Out, PowerCon™ 
In/Out • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • LED Power: 144W • Weight: 8.9kg 

RGBW LED wash light • 61 x 3W CREE LEDs • Lux: 6,342 • RGBW Mixing • Zoomable optics 6° to 35° • Includes 5° 
color-blending filter • DMX or Standalone • Color temperature presets (3,200K - 10,000K) • LED display • Gel frame 
holder • Double-bracket yoke • 3-pin and 5-pin DMX In/Out, PowerCon™ In/Out • AC power: Auto-ranging 100 V ~ 240 
V 50/60 Hz • Weight: 7.9kg  

LED moving yoke wash • 12 10W RGBW CREE LEDs • Lux: 1,500 • Beam Angle: 12° • Color Temperature: 3,400 K - 
6,500 K • Locking IEC power connection • 5-pin DMX • IP20 • CE Certification • AC power: Auto-ranging 100 V ~ 240 V 
50/60 Hz • Weight: 4.58kg 

LED moving yoke wash • 12 10W CREE LEDs • Cool and Warm white mixing • Lux: 1,680 • Beam Angle: 12° • Color 
Temperature: 2,700 K - 6,000 K • Locking IEC power connection • 5-pin DMX • IP20 • CE Certification • AC power: Auto-
ranging 100 V ~ 240 V 50/60 Hz • Weight: 4.58kg 

RGBW LED wash light • 37 x 2-3W CREE LEDs • Lux: 5,010 • RGBW Mixing • Zoomable optics 8° to 30° • Includes 5° 
color blending filter • DMX or Standalone • Color temperature presets (3,200K - 10,000K) • LED display • Gel frame 
holder • Double-bracket yoke • 3-pin and 5-pin DMX In/Out, PowerCon™ In/Out • AC power: Auto-ranging 100 V ~ 240 
V 50/60 Hz • Weight: 4.8kg  



COLORADO SERIES

Colorado1 IP $970.00

Colorado1 Tri IP $896.00

Colorado2 $1,990.00

Colorado Ridge $3,780.00

Colorado Range $6,630.00

COLORADO ACCESSORIES

CL20X15 $78.00

CL20X30 $78.00

CLENS3018 $66.00

CLENS3024 $80.00

CLENS3036 $126.00

CLENS3042 $134.00

CLENS3048 $134.00

IP5POWER $55.50

IP5SIG $55.50

COLORCON $262.00

COLORDASH SERIES

Colordash Accent $166.00

RGBW LED wash light • 42 x 1W LEDs • Lux: 3,920 • RGBW color mixing DMX or Standalone • Color temperature 
presets (3,200 K ~ 10,000 K) • 5 distinct dimming curves • Installed Optics 15° • LED display • IP66 Rating • Gel frame 
holder • Double-bracket yoke • 3-pin DMX In/Out, Power In/Out • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • 
LED Power: 49W (0.73A) • Weight: 4.5kg  

20 pc 15° lens  

20 pc 30° lens  

30° 18pc lens kit for COLORado3P  

RGB LED wash light • 14 x 3W Tri-Color LEDs • Lux: 1,600 • RGB color mixing DMX or Standalone • Color temperature 
presets (3,200 K ~ 10,000 K) • 5 distinct dimming curves • 16° Optics • LED display • IP66 Rating • Gel frame holder • 
Double-bracket yoke • 3-pin DMX In/Out, Power In/Out • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • LED Power: 
52W (0.77A) • Weight: 4kg  

RGBW LED wash light • 48 x 2-3W LEDs • Lux: 15,060 • RGBW color mixing DMX or Standalone • Color temperature 
presets (3,200 K ~ 10,000 K) • Installed Optics 15° • 3-pin DMX In/Out• IP66 Rating•  LED display • Barn doors • Gel 
frame holder • Double-bracket yoke • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • LED Power: 179W (1.43A) • 
Weight: 9.1kg 

RGBAW LED panel system • 90 x 5W LEDs • Lux: 1,508 • RGBAW color DMX or Standalone • Installed Optics 15° • 3-
pin DMX In/Out •  IP66 Rating • LED display • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • LED Power: 300W 
(2.6A) • Weight: 24kg

RGBAW LED dual-panel system • 180 x 5W LEDs • Lux: 2,782/1,198 • RGBAW color DMX or Standalone • Installed 
Optics 15° and 30° • Individual Panel Control • 3-pin DMX In/Out •  IP66 Rating • LED display • AC power: Auto-ranging 
100 V ~ 240 V 50/60 Hz • LED Power: 527W (6A) • Weight: 40.3kg

30° 24pc lens kit for COLORado3P Tour  

30° 36pc lens kit for COLORado1 & COLORado6P  

30° 42pc lens kit for COLORado1 IP, 1 Tour, 1 VW Tour  

30° 48pc lens kit for COLORado2 & COLORado2 Tour  

5 Meter Power Extension Cable for COLORado Series  

5 Meter Signal Extension Cable for COLORado Series  

4- channel DMX-512 Controller for the COLORado™ Series • 16 editable programs: - 8 color wash; - 8 color changing • 
Controls up to 66 units (using ID addressing) • 8 programmable shows each with 100 steps • Full RGB color mixing • 
Control of each pod (COLORado™3P and 6 only) • Playback schedules via internal clock • LCD display with password 
protection.

RGBW Ultra-compact wash light • 7 x 1W LEDs • Lux: 926 • RGBW color DMX or Standalone • 18° Optics • 3-pin DMX 
In/Out • Double-bracket yoke • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • LED Power: 10W (0.1A) • Weight: 
0.6kg



Colordash Accent VW $199.00

Colordash Accent UV $216.00

Colordash Par Tri $458.00

Colordash Batten Tri $664.00

COLORDASH ACCESSORIES

CL20X10 $75.00

CL20X15 $78.00

CL20X30 $78.00

Epix Bar NEW $1,590.00

Epix Strip NEW $360.00

Epix Drive 640 NEW $1,250.00

OTHER CONTRACTOR SERIES

SkyScan 4000 $4,000.00

Well NEW $1,660.00

WellX6 NEW $9,350.00

FOLLOWSPOTS

FollowSpot 1200 $3,650.00

Tri-Color linear wash light • 8 x 3W TRI-LEDs • Lux: 1,113 • RGB color mixing DMX or Standalone • Installed Optics 16° 
• 3-pin DMX In/Out • LCD display • Double-bracket yoke • Adjustable fan speeds • AC power: Auto-ranging 100 V ~ 240 
V 50/60 Hz • LED Power: 38W (0.56A) • Weight: 3.1kg 

1200W DMX Followspot • 2-Color Wheels • Color Temperature 6500/3200/Frost/Open. • Motorized Iris 4
�

 ~38
�

 • 
Variable electronic dimmer (0-100%) • Motorized focus • User mountable rear control board • Blackout Shutter button • 
Followspot stand • Beam Angle: 4°-38° • Flightcase and stand included • Phillips MSR1200 Included 

ÉPIX™ SERIES

VW Ultra-compact wash light • 7 x 1W LEDs • Lux: 1,108 • VW DMX or Standalone • 18° Optics • 3-pin DMX In/Out • 
Double-bracket yoke • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • LED Power: 10W (0.1A) • Weight: 0.6kg

UV Ultra-compact wash light • 7 x 1W LEDs • Lux: 11.44 • UV color DMX or Standalone • 18° Optics • 3-pin DMX In/Out 
• Double-bracket yoke • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • LED Power: 10W (0.1A) • Weight: 0.6kg

Tri-Color wash light • 7 x 3W TRI-LEDs • Lux: 1114 • RGB color mixing with DMX or Standalone • Installed Optics 16° • 
3-pin DMX In/Out •  LCD display • Adjustable barn doors • Gel Frame holder • Double-bracket yoke • Adjustable fan 
speeds • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • LED Power: 32W (0.4A) • Weight: 1.9kg

4,000-watt search light • Lux: 490,000 • Motorized Pan: 120°, Tilt: 40° • Quad power (1K, 2K, 3K, or 4K) • Manual zoom 
(1° ~ 15°) • Ingress protection: IP33 • AC power: 230 V, 50Hz • Power consumption: 835W (5.3A) • Weight: 79kg • Incl. 
XQ4000 Lamp 

20 pc 15° lens  

20 pc 30° lens  

6 x Well with chargeable flight case

12 3W RGB LEDs  • Lux: 225 •  AC power: Auto-ranging 100 ~ 240 V 50/60 Hz • Battery power: 12V 24Ah • 12-hour 
battery life • Wireless DMX receiver • 3-pin DMX • Color Temperature 3,200 K - 10,000 K • Weight: 16.5kg 

20 pc 10° lens  

Pixel Mapping Fixture • 160 RGB 5050 SMD LEDs • Controlled via ArKaos Kling-Net • Display Refresh Rate: 400Hz • 
Video Refresh Rate: 60 fps • Viewing Angle: 120° • Luminance: 850 NIT • AC power: Auto-ranging 100 V ~ 240 V 50/60 
Hz • PowerCon™ In/Out • Weight: 5.2kg

1 Pixel Wide Strip • 40 RGB 5050 SMD LEDs • Controlled via ArKaos Kling-Net • Display Refresh Rate: 400Hz • Video 
Refresh Rate: 60 fps • Viewing Angle: 120° • Luminance: 850 NIT • 24V DC by Epix Drive 640 • Weight: 2.5kg

Module for Epix Strip • Video Source: RJ45 Connection • Provides Power and Data to up to 16 Epix Strips • Computer 
Software: ArKaos MediaMaster Express • AC power: Auto-ranging 100 V ~ 240 V 50/60 Hz • PowerCon™ In/Out • IP20 
• CE Certification • 3kg



LED CURTAIN

Sparklite LED Drape $3,090.00

Sparklite LED Controller $660.00

FOG AND HAZE MACHINES

Nimbus NEW $1,580.00

AmHaze NEW $1,990.00

PHF NEW $49.00

DMX CONTROLLERS

Data Stream 4 $210.00

LAMPS

USMSR1200FASTFIT $460.00

USMSR300MINIFASTFIT $298.00

HTI 1500W/60/P50 Lok-it $395.00

USMSI-575 $190.00

Osram HTI1200 $320.00

CH-XQ4000 $630.00

MSD-250/2 $160.00

powerCON® CABLES

PCEXT18IN NEW $56.00

PCEXT5FT NEW $60.00

PCEXT10FT NEW $73.00

PCEXT25FT NEW $104.00

PowerStream 4 NEW $149.00

LUMINIT FILTERS

DF1D - 1° Filter NEW $25.00
To be used with the Q-WASH 260 LED

DF5D - 5° Filter NEW $25.00
To be used with the COLORADO ZOOM Series

DF10D - 10° Filter NEW $25.00
To be used with the COLORADO ZOOM Series

CH-XQ4000 Bulb for SkyScan 4000

powerCON® Extension 5 Feet

USMR300 MINI FASTFIT Lamp for Legend 300

Phillips MSI 575w Lamp for Legend 550

Sparklite LED Drape • 128 1/4W RGB LEDs • Fire Retardant Treatment • Sparklite LED Controller Required for 
Operation • Weight: 18kg 

Sparklite LED Controller • RGB Color DMX or Standalone • Controls up to 4 curtains • LCD Display • AC power: Auto-
ranging 100 ~ 240 V 50/60 Hz • Power consumption: 37 W (0.32A) • Weight: 8.8 lbs / 4 kg 

Universal DMX-512 Optical Splitter • 1 In/1 Through/4 Out 3-pin & 5-Pin OPB Isolated DMX Splitter • 13mm threaded 
hole for Mounting Clamp • Electrical Isolation between In/Out • 1RU rack space • AC power: Auto-ranging 100 V ~ 240 
V 50/60 Hz • Weight: 2.6kg

USMR1200 FASTFIT Lamp for Legend 1200

AmHaze • Road-Ready • Water-Based • Output: 3,000 cfm • Tank Capacity: 5L • Fluid Consumption: 5mL / min • Heat-
up Time: 4 min • AC power: Auto-ranging 100 ~ 230 V 50/60 Hz • Weight: 15.87kg

Premium Haze Fluid for AmHaze

HTI 1500W Lamp for Legend 12000E Spot/Wash

powerCON® Splitter • AC Voltage: 100 V ~ 240 V 50/60 Hz • 4 Power Outputs and 1 Power Through • Weight: 0.8kg

Nimbus • Dry Ice Machine • Plug-n-Play • Weight: 13kg

powerCON® Extension 25 Feet

powerCON® Extension 10 Feet

Osram HTI1200 1200W Lamp for Followspot 1200

MSD 250W Lamp for Intimidator Spot 250

powerCON® Extension 18 Inches


